Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 4119/13 4112113 | Difference | 4/20/12 gfl:‘:;; 422111 an;c:;; 41913 | 412012 gfg:;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,125 2,225 -99 2,336 -9.0 2,549 -16.6 2,206 2,328 -5.2
East Coast (PADD 1) .. 86 129 -43 164 -47.4 164 -47.3 138 159 -13.0
Midwest (PADD 2) .... 721 722 -1 732 -1.5 673 71 742 740 0.1
Gulf Coast (PADD 3) ... 868 895 -26 1,000 -13.2 1,295 -33.0 871 965 9.7
Rocky Mountain (PADD 4) ... 202 235 -33 213 -5.1 185 9.0 216 219 -0.9
West Coast (PADD 5) .... 248 244 4 228 8.9 231 74 238 245 -2.8
Reformulated ................. 78 87 -9 109 -28.3 114 -31.8 88 113 -21.8
Blended with Ethanol 78 87 -9 93 -16.1 92 -156.5 88 101 -12.4
Other .......... 0 0 0 16 -100.0 22 -100.0 0 12 -100.0
Conventional . 2,047 2,138 -91 2,227 -8.1 2,434 -15.9 2,117 2,215 -4.4
Blended with Ethano 360 369 -9 350 3.0 316 13.9 384 354 8.5
Ed55 and Lower ..... 360 369 -9 350 3.0 316 14.0 384 354 8.5
Greater than Ed55 . 0 0 0 0 -24.5 0 -24.5 0 0 0.1
Other .... 1,687 1,769 -82 1,877 -10.1 2,118 -20.3 1,734 1,861 -6.9
Distillate Fuel Oil .. 4,259 4,450 -191 4,192 1.6 4,067 4.7 4,382 4,288 2.2
15 ppm sulfur and Under . 3,855 4,020 -165 3,766 24 3,501 10.1 3,976 3,776 5.3
> 15 ppm to 500 ppm sulfur . . 184 227 -44 191 -3.8 187 -1.7 168 176 -4.6
> 500 ppm sulfur ..... . 220 202 18 235 -6.4 379 -42.0 238 337 -29.4
Kerosene ................. -16 -7 -8 -2 654.1 9 -265.2 -5 2 -342.2
Kerosene-Type Jet Fuel . 1,506 1,484 22 1,455 515) 1,345 12.0 1,522 1,414 7.6
Residual Fuel Oil 559 426 134 538 4.0 474 18.1 541 564 -4.0
Blender Net Production

Finished Motor Gasoline' ... 6,794 6,665 129 6,240 8.9 6,236 8.9 6,648 6,372 43
East Coast (PADD 1) 2,851 2,802 49 2,629 8.5 2,714 5.0 2,786 2,673 4.2
Midwest (PADD 2) 1,408 1,411 -3 1,357 3.8 1,341 5.0 1,392 1,375 1.2
Gulf Coast (PADD 3) ... 1,147 1,070 77 958 19.7 857 33.9 1,086 1,015 7.0
Rocky Mountain (PADD 4) . 66 64 2 48 38.8 35 86.8 65 47 38.2
West Coast (PADD 5) 1,321 1,318 1,248 5.8 1,288 25 1,320 1,262 4.6
Reformulated 2,923 2,917 6 2,790 4.8 2,844 2.8 2,911 2,857 1.9
Blended with Ethanol 2,923 2,917 6 2,790 4.8 2,845 27 2,911 2,857 1.9
Other .......... 0 0 0 0 - -1 -100.0 0 0 -
Conventional . 3,870 3,748 123 3,449 12.2 3,392 141 3,737 3,514 6.3
Blended with Ethanol 5,005 4,996 9 4,757 5.2 4,509 11.0 4,961 4,890 1.4
Ed55 and Lower ..... 5,004 4,995 4,755 5.2 4,507 11.0 4,960 4,888 1.5
Greater than Ed55 . . 1 1 0 2 -38.6 3 -57.7 1 2 -42.4
Other .............. . -1,134 -1,249 114 -1,308 -13.3 -1,118 1.5 -1,224 -1,376 -11.1
Distillate Fuel Oil ..... 22 27 -5 6 273.3 -8 -368.7 23 14 68.2
15 ppm sulfur and Under . 14 19 -5 -5 -409.1 10 41.8 18 -7 -358.4
> 15 ppm to 500 ppm sulfur . 7 14 -7 21 -67.1 8 -18.4 8 7 19.2
> 500 ppm sulfur .. 1 -6 7 -10 -107.6 -27 -102.9 -4 14 -127.7
Kerosene ... 0 0 0 0 -100.0 0 -100.0 0 1 -62.1
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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